
INSTALLATION AND ASSEMBLY INSTRUCTIONS

  PENDANT

1. Install canopy bracket to J box using screws
2. Attach power canopy plate to canopy bracket using tighten
3. Install Fixture clip anchor to clip using nut 
4. For non power canopy, attach mounting bracket directly to ceiling
and follow step 2-3 above.
5. Connect power to driver according to wiring diagram.

BX CURV

PENDANT:
 1. CANOPY 2. AC INPUT    

WARNING: Failure to follow instructions could result in damage
to product and void warranties!
WARNING: Risk of fire or electrical shock. Disconnect power before 
installing or servicing.
WARNING: Verify the existing input voltage and ensure it matches 
input rating on luminaire‘s product label, located on inside of access 
cover.
WARNING: Before proceeding, read all instructions carefully to ensure 
proper and safe installation.
IMPORTANT: This product must be installed in accordance 
with the applicable installation code by a licensed electrician, 
familiar with the construction and operation of the product and 
the hazards involved.

If you have questions or concerns, please reach out to
TechoLED at 212-876-5373 or info@techoled.com 

we are here to help!www.techoled.com | Brooklyn NY
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CONTINUOUS RUN ASSAMBLY

1. Insert connectors
2. Secure plates with tool
3. Connect wiring
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1. Cut to correct size on site

DIFFUSER INSTALLATION RECESSED 

L2

L1

Every 6” to 13”

RECESSED RECESSED 

2. Cut out ceiling, reffer to cut sheet or shop drawing for dimensions

1. Before connecting each section, connect the wiring harness 3.Connect power to driver according to wiring diagram.

4. Install the fixture by screwing through the flange into the ceiling.

by others

5.Plaster and sand over the spackle flange and screws to create a flangless finish. 

6.Turn on the power safely. 

SURFACE MOUNT

1.  Drill hole into the ceiling

2.  Remove lens

3.  Secure fixture using screws
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Hole for Powe feed

4.  Connect power according to wiring diagram


