techoLED

INSTALLATION AND ASSEMBLY INSTRUCTIONS
AR-NCD, AR-NCD-IC, AR-NCG, AR-NCG-IC, AR-NCWW, AR-NCWW-IC, AR-RD, AR-RG, AR. RWW

WARNING: Failure to follow instructions could result in damage to product and void

warranties!

WARNING: Risk of fire or electrical shock. Disconnect power before installing or

servicing.

WARNING: Verify the existing input voltage and ensure it matches input rating on

luminaire‘s product label, located on inside of access cover.

WARNING: Before proceeding, read all instructions carefully to ensure proper and safe

installation.

IMPORTANT: This product must be installed in accordance with the applicable installation code by a licensed electrician, familiar
with the construction and operation of the product and the hazards involved.

If you have questions or concerns, please reach out to TechoLED at 212-876-5373 or info@techoled.com — we are here to help!

STEP 1: Figure 1
Mark the intended location of the luminaire and cut appropriate opening

in the ceiling (Figure 1) f

STEP 2:

Remote driver connection: install the housing to the ceiling joists or the drop
ceiling

T-bars with the adjustable bar hangers. Align the bottom of

the end plate with the bottom of the ceiling support structure.

STEP3: Figure 3
Remove one of the junction box covers and bring in appropriate power o, Dlack

supply to the junction box using one of the knock-outs. Connect black
wire from fixture to black (HOT) supply wire, white wire from fixture to
white (NEUTRAL) supply wire and connect the ground from fixture to
green (GROUND) supply wire. Use UL listed connectors or wire nuts to
make the connections (not included).

Ensure all wires and connections are contained in junction box then close
and lock door (Figure 3)

Junction box
cover plate

STEP 4 :

Mount adapter into drywall using provided screws (Only for trimless

version). Attach the trim to the fixture e
\Z-—=)
; |

TECHOLED LLC, 67 35TH STREET, SUITE €250, BROOKLYN, NY 11232 | WWW.TECHOLED.COM | INFO@TECHOLED.COM | 212-876-5373



